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SIZE | OR TEE | ELBOW | ELBOW | ELBOW

4 2.4 3.4 1.9 0.9

6 4.9 6.9 338 1.9

8 84 11.8 6.4 34
0 37 193 705 54
12 19.4 27.3 14.9 77
4 26.3 37.0 20.1 10.3
6 34.0 479 | 262 13.3
8 439 61.8 | 33.7 7.2
20 54.3 764 | 417 | 212
24 77.9 109.8 | 59.8 | 305

NOTE:
BEARING AREAS ARE BASED ON 250 Ib.

22-1/2" & 45 BEND

90" BEND

NOTE:

FIGURE (100%) AT THRUST BLOCK
INDICATES PER CENT OF TOTAL THRUST
TO BE APPLIED FOR BEARING AREA.

NOTE:
ARROWS (—) INDICATE THRUST DIRECTION.

NOTE:
(1.) CONCRETE FOR THRUST BLOCKS TO BE
2000 P.S.I.

(2.) THRUST BLOCKS TO BE SOLID CONCRETE.

(3.) SEE SOILS REPORT FOR BEARING STRENGTH OF

SOIL. IN ABSENCE OF A SOILS REPORT, AN AVERAGE
SOIL (SPADABLE MEDIUM CLAY) CAN BE ASSUMED TO
HAVE A BEARING STRENGTH OF 2000 Ib./SQ. FT.

NOT ALLOWED.

MAXIMUM PRESSURE AND SOIL BEARING
STRENGTH OF 2000 Ib./SQ. FT.

THRUST BLOCKS FOR
WATERMAIN FORCEMAIN
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